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KANPE EPOXY (FLOOR COATING) 
 
DESCRIPTION A two-component coating of Epoxy-Polyamide based resin 

 
USES 

 
A high performance protective and decorative coating onto: 

 - Steel 
 - Concrete 

  

 CHARACTERISTICS  - Hard wearing and long lasting 
- High Performance finishing coat 

 - Excellent water and chemical resistance  
 - Tough and high abrasion resistance 

 - Excellent adhesion over a wide range of undercoats 
 

 

APPLICATION DATA 

- Excellent adhesion on concrete  

 

 

METHOD OF APPLICATION 
 

PAINT DILUTION 

 
 

 
PRACTICAL COVERAGE 

 
MIXING RATIO 

 

POT LIFE (30oC) 
 

DRY FILM THICKNESS 
 

DRYING TIME (30oC) 

 
 

OVERCOATING INTERVAL (30oC) 
 

 

STORAGE 
 

 

 

Airless spray, Brush, Roller 
 

Thinning is required, by Epomarine thinner 

 Airless spray 0 – 10% 
 Brush or Roller 0 – 10% 

 
10 m2 / Ltr / coat (standard) 

 
Base : Hardener = 3 : 1 by vol 

 

6 hrs 
 

30 µm / coat (DFT varies, depending on substrate condition) 
 

Touch Dry : 2 hrs 

Hard Dry  : 8 hrs 
 

Min. 10 hrs 
Max. 7 days 

 

Replace lid cover after each use.  Remaining unmixed paint must be 
stored in cool, dry and clean place. 

 
  

GENERAL INFORMATION 

 

 

SPECIFIC GRAVITY 

 
PACKING SIZE 

 
RECOMMENDED UNDERCOAT 

 

 

1.19 g / cm3 (Mixture, Green) 

 
4 Ltrs & 20 Ltrs Set (Base + Hardener) 

 
Concrete : KC Epo primer 

Steel : Epomarine primer 

Galvanized steel : Epomarine GX 
 

 

  
 


