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1. IDENTIFICATION OF THE SUBSTANCE AND OF THE COMPANY 

 

Product Name : Kanpe Road Marking Paint 

Product Code No. : 911-0002, 911-0004, 911-0012, 911-0013 

Product Type : Modified Alkyd Paint 

 

 

Name Of Manufacturer : Kansai Paint (Singapore) Pte Ltd 

Address  : 57, Penjuru Road, Singapore 609141 

Department : Technical Department 

Person In Charge : Technical Manager 

Telephone No.  : (65) 62618621 

Fax No.  : (65) 62650301 

 

 

2. HAZARDS IDENTIFICATION : 

 

{GHS Classification} 

Flammable liquids Category 2 

Skin corrosion/irritation Category 2 

Serious eye damage/eye irritation  Category 2 

Respiratory/Skin sensitization Category 1 

Carcinogenicity Category 1A 

Reproductive toxicity Category 1A 

Specific target organ systemic toxicity-Repeated exposure   

(Nervous, Liver, Kidney) Category 1 

(Blood) Category 2 
 

 

 

{GHS label elements} 

Symbols: 

 
 

 

Signal Words: 

"Danger" 
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{Hazard Statements} 

� Extremely flammable liquid. May cause explosion when its vapor becomes dense. 

�  Harmful if inhaled.  

� May cause organic-solvent toxicities. 

� May cause skin irritation. 

� Cause serious eye irritation. 

� May cause cancer. 

� May cause allergy or symptoms or breathing difficulties of inhaled. 

� May cause allergic skin reaction. 

� Cause damage to organs if exposed. 

� Cause damage to organs through prolonged or repeated exposure.  

�  T o xic  to  aq ua t i c  l i fe .  

�  Ha r mfu l  to  a qua t i c  l i fe  wi th  lo ng  l a s t ing  e f fec t .  

 

{Precautionary statements} 

1. Keep container tightly closed. 

2. Keep away from ignition sources such as heat/sparks/open flame. -No smoking. 

3. Wear protective gloves and eye/face protection as specified by the competent authority. 

4. Use only outdoors or in a well-ventilated area. 

5. Avoid breathing dust/fume/gas/mist/vapours/spray. 

6. Wash thoroughly after handling. 

7. In case of fire: Evacuate and fight fire remotely due to the risk of explosion. 

8. Do not handle until all safety precautions have been read and understood. 

9. Avoid release to the environment if this is not the intended use. 

 

3. COMPOSITION / INFORMATION ON INGREDIENTS : 

 

SR. No. Component’s Name Wt (%) CAS No. 

1          

2 

3 

 

 

 

 

 

Toluene 

Xylene 

Lead Carboxylate 

 

25 - 30 

5 - 10 

<1 

 

108-88-3 

1330-20-7 

91671-83-9 

 

 
 

 

4. FIRST-AID MEASURES : 

 

a) Eye Contact  : Flush eyes thoroughly with clean water including the back of eyelids.  If irritation persists, consult the 

physician, showing SDS. 

b) Skin Contact : Remove contaminated clothing.  Wipe the clinging matter with a clean cloth.  Flush the skin with plenty 

of soap and water.  Get medical attention, showing SDS, if symptom or pain persists. 

c) Inhalation : Remove to fresh air and rest.  Perform artificial respiration, if breathing gets irregular or stops.  Oxygen 

may be given if necessary.  If signs and symptoms of toxicity persist, get medical attention, showing SDS. 

d) Ingestion : If accidentally swallowed, do not induce vomiting. Take rest and consult physician, showing SDS. 
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5. FIRE FIGHTING MEASURES : 

 

a)  Fire Extinguishing Media / Agents : 

 Alcohol resistant foam, CO2 gas, dry chemical powder. 

b) Fire Fighting Instructions : 

 Wear proper protectors (heat resistant wear etc.)  Take away flammable matter from fire.  Use specified extinguisher.  Do not 

use water for extinguishing. 

 

 

6. ACCIDENTAL RELEASE MEASURES : 

 

� Wear proper protectors (gloves, respirator, safety goggles, apron etc.) 

� Recollect the spilled or leaked material in a closed container and keep in a safer place ie. away from ignition or heat source. 

� Dispose off waste or clinging matter according to related regulations. 

� Furnish proper extinguisher for accidental fire. 

� Recollect spill or leak with tool of non-spark material. 

� Recollect by absorbing with dry sand or soil or other non-flammable matter.  Prevent from flowing out by surrounding with 

banking, if in large amount. 

� Do not pollute environment.  

 

 

7. HANDLING AND STORAGE : 

 7.1 Handling : 

�  Handle in a well ventilated area. 

� Close the container during and after use. 

� Wear proper protectors to avoid contact with skin, eyes, mucosa and clothing. 

� Keep dirty rag, paint sludge and paint dust soaking in water before disposing off. 

� Clean hands and face thoroughly after handling. 

� Install proper local ventilator and wear proper protector in closed working area. 

� Take away from open flame, spark or heat source. 

 

 7.2 Storage : 

�  Avoid direct sunlight. 

����    Store in a well ventilated area. 

����    Keep away from ignition source or heat source. 

 

 

8. EXPOSURE CONTROLS / PERSONAL PROTECTION : 

8.1 Engineering Controls : 

����  Use explosion proof type equipment. 

����  Install proper exhauster to prevent a high concentration of vapour. 

����  Ground equipment for fluid transfer, pumping and stirring. 

����  Remove ignition source from handling place. 

����    In indoor application, use automatic application equipment or local exhauster for the operator to avoid exposure. 

����    In application in confined spaces (tank bottom etc.), install proper ventilation. 

 

8.2 Personal Protection : 

���� Eyes : Wear safety goggles 

���� Skin : Wear gloves impervious to organic solvents and chemicals 

���� Respiratory System : Wear gas mask for organic gas 

  : Wear air mask in closed space 
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9. PHYSICAL AND CHEMICAL PROPERTIES : 

 

Appearance Liquid % Volatiles (By Wt.) 30 – 36 

Odour Strong Vapour Density (Air=1) 3.1 – 3.7 

Colour White & colours Vapour Pressure (mm Hg @20
o
C) 6 – 22 

Boiling Range (
o
C) 110 – 141 Solubility In Water N.AP. 

Specific Gravity (H2O=1) 1.43 – 1.53 pH N.AP 

 

 FIRE AND EXPLOSION DATA : 

 

Flash Point  : 16°C 

Flammable Limits (%)   : Lower : 1.2 Upper : 7.1 

Unusual Fire and Explosion Hazards : Vapour form of this product may be ignited by pilot light, flame spark, heater or 

other ignition sources. 

 

 

10. STABILITY AND REACTIVITY : 

 

�  Condition (Temp., light etc.) : Does not react under normal conditions. 

� Hazardous Reaction : Generates heat upon contact with oxidizing substances. 

 � Product Decomposition : Emits hazardous gases of carbon monoxide, low molecular weight monomer etc. by 

combustion. 

 

 

11. TOXICOLOGICAL INFORMATION : 

 (Effects Of Acute Overexposure) 

 

�  Skin Contact : May cause slight irritation and reddening. 

� Eye Contact : Causes irritation and pain. 

 � Inhalation : Vapours are irritating to the eyes, nose and respiratory tract and can cause headache, dizziness, nausea 

and vomiting. 

 � Swallowing : Moderately toxic.  May cause nausea, abdominal discomfort, vomiting, diarrhoea or dizziness. 

 

 

12. ECOLOGICAL INFORMATION : 

 

�  Mobility : N. AV. 

� Biodegradability : N. AV. 

� Bioaccumulation : N. AV. 

� Sewage Treatment : N. AV. 

 

 

13. DISPOSAL CONSIDERATIONS : 

 

�  Let authorized industrial waste handling agent dispose of paint waste or container waste by making service agreement. 

� Do not dispose of waste water into the ground and drainage ditch without treatment after cleaning container, equipment, tool 

etc. 

� Burn up paint waste little by little using incinerator of open type after absorption with diatomaceous earth in the case of 

incineration. 

� Use incinerator with proper washing device because harmful gases are released when waste is burnt up. 
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14. TRANSPORTATION INFORMATION : 

 

�  General : Accord to precautions relating to handling and storing. 

 � Land Transportation : Accord to transportation methods specified in local regulations. 

� Maritime Transportation : Accord to requirements specified in the Vessels Safety Law. 

� Air Transportation : Accord to requirements specified in the Aviation Act. 

� UN Number : 1263 

� IMO : 3.2 

 

 

15. REGULATORY INFORMATION : 

 

Follow the local regulations. 

 

 

16. OTHER INFORMATION (IF ANY) :  

 

Note : N. AV : Not Available 

  N. AP : Not Applicable 

 

The above information is believed to be correct but does not purport to be all inclusive and shall be used only as a guide. The 

information in this document is based on the present state of our knowledge and is applicable to the product with regard to appropriate 

safety precautions. It does not represent any guarantee of the properties of the product. Kansai Paint (Singapore) Pte Ltd shall not be 

held liable for any damage resulting from handling or from contact with the above product. 

 

 

 

Version 1 

 

 


